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NJC T e, lllumination of pedestrian crossings

MAIN ADVANTAGES
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Non electric Eco-friendly Easytoassembly High mechanical Low weight Slow-burning UV protection
conduction and disassembly resistance

BASICPOLE
MOUNTED ON THE FOUNDATION SKPF
H BD | TD | CP | BPL | BPHD

Pole symbol

eV )y ) | mm) | om) | m) | (m)

LIGHTING FIXTURE

SKPF 5,0 50 | 130 | 60 | 130 | 275 | 200
SKPF 50 50 | 150 60 | 130 | 275 | 200 CORDOBA LED 3.0l
SKPF 6,0 60 | 150 60 | 130 | 275 | 200
SKPF70 70 | 150 60 | 130 | 275 | 200

Possibility to produce poles with non-standard parameters, as well
as additional reinforcement for difficult operating conditions.

TD
COLOURS
RAL 7032 RAL 7047 26 4000 4000K >70 IP66 4,0kg
RAL 7035 RAL 7042
RAL 7024 RAL 7016
ALUMINIUM BRACKET WJ1
- RAL Single, inclinationangle 0°-20°
RAL 9005
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~ Single bracket (one sided) WJ1
° ° = BL ID BU | weight
BPL Q 8 Bracket symbol (mm) | (mm) | (mm) | (kg)
° ° BD WJ1/60/5/500 500 | 60 | 200 | 18
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